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MH CONNECTORS ,

DIVISION OF EDAC

THESE DRAWINGS AND SPECIFICATIONS ARE THE

PROPERTY OF MH CONNECTORS AND SHALL NOT BE

REPRODUCED, COPIED OR USED AS THE BASIS FOR

THE MANUFACTURE OR SALE OF APPARATUS WITHOUT

WRITTEN PERMISSION.

THIS SERIES FULLY CONFORMS TO THE 

EUROPEAN UNION DIRECTIVES 2015/863/EU 

AND 2011/65/EU FOR RoHS COMPLIANCY.
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1.1 SHELL : STEEL MATERIAL, FRONT NICKEL FINISHED

1.MATERIALS AND FINISH

BACK SHELL NICKEL FINISHED

1.2 INSULATOR : PBT THERMOPLASTIC, 30% GLASS

      FILLED, UL 94V-0 RATED, BLACK  COLOR

1.3 CONTACT MATERIAL : BRASS

2.ELECTRICAL CHARACTERISTICS

2.1 CONTACT CURRENT RATING : 5.0 AMPS

2.2 CONTACT RESISTANCE : 30 MILLIOHMS MAX.

2.3 DIELECTRIC WITHSTANDING VOLTAGE : 1000 V AC MIN. 

2.4 INSULATION RESISTANCE : 5000 MEGAOHMS MIN.

2.5 TEMPERATURE RATING : -55°C ~ +105°C

1.4 CONTACT FINISH : GOLD FLASH OVER NICKEL

MHHDD62-F-N-B-M

MHHDD44-F-N-B-M

MHHDD26-F-N-B-M

MHHDD15-F-N-B-M

PART NO.

Order information Dimensions(mm)

62 54.84 63.50 69.32 57.44

NOTE:


