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1. CONSTRUCTION OF THE ADAPTER 

 P1700/IPROG-1 Adapter is a module for programming ISD1700 series sound devices by means of IPROG-1 
programmer (fig.1). 

 The adapter must be placed into ZIF2 socket of IPROG-1 programmer (the socket for programming ISD5008 and 
ISD5100 series) in the way presented on the figure 1b, with use of two 14-pin headers of the adapter. ISD1700 devices 
being programmed must be placed into ZIF3 of the adapter as shown on this figure. 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 a)       b) 

Fig.1.  General view of P1700/IPROG-1 adapter (a) and the method of its mounting on IPROG-1 programmer (b). 

 

 Power supplying as well as control functions of the adapter are realized through appropriate connectors of 
IPROG-1 programmer, just like in case of programming the other ISD devices. For programming process  
ISDProg v 2.86 for PC is used. 

The adapter includes five jumpers for selecting the sampling frequency of recorded/played sound signals 
into/from ISD1700 devices. The method of selecting the sampling frequency is shown on figure 1a.  

2. ACCESSIBLE FUNCTIONS OF ISD1700 DEVICES 

 Following functions of ISD1700 devices are realized by means of the adapter inserted into programmer, controlled 
by ISDProg software: 

· addressable record of a sound from sound files (multimessage recording), 
· addressable playback of recorded sounds, 
· erasing of whole ISD1700 memory, 
· memory scan of ISD1700 - searching for EOM markers. 

 Detailed information regarding principles of sound recording into ISD1700 devices is available in their datasheet. 
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